Work Station

Annexure-B (Modular Furniture for EEST Office)

Sr. No.

Name

Description

Unit

Qty.

Comments

Unit Rate

Amount

Workstation/
worktop

System: Element, 75 mm Thick Snap-fitted Tile Based System.
Partition height 1670mm. Partition is made of 75 mm thick
aluminium powder coated frames in the main as well as return
spine.

Worktop: Made of 25mm thick MDF Post Lam finished with
straight edge band of 2.0 mm thickness. Worktop is supported
upon 25mm thick prelam gable ends. Worktop height 750mm
from ground level with MDF Postlam modesty panel.

Finishes: 1st moduleWhite MDF Marker , 2nd Module Soft
Pinup, 3rd Module Solid Fabric.

Electricals: Cut-outs will be provided one raceway at knee
level below the table top and one just above the skirting
Overhead Storage/Pedestal/ Lateral Filing: Overhead
Storages, Pedestals as well as Lateral Filing Cabinets are
made of MS 18 guage metal body (carcass) powder coated and
MDF Post laminated shutters.

Task lights under all overhead storages.

Overhead storage shutter slide and insert type.

1A

Cubicle

Worktop Size: Main Table 1828mmL x 750mmD and side table
2743mmL x 750mmD

Nos

Refer
attached
drawing

Conference
Table

Free Standing Conference Table

Table Top: Made of 25mm thick MDF Post Lam finished with
st. edge band of 2.0 mm thickness. Worktop is supported with
proper SS leg suports.

Size:Table 3000(L) x 900(D) x 727(H) in mm

Nos

Lateral Filing
Cabinets

MS 18 guage metal body (carcass) powder coated and MDF
Shutters,750mm (W )x 450 (D) x 702 mm (H)

Nos

Pedestal Unit

MS 18 guage metal body (carcass) powder coated and MDF
Shutters with three shutters. Size: 670mm ( H) x 560mm( D) x
370mm( W)

Nos

Over head
storage

MS 18 guage metal body (carcass) powder coated and MDF
Shutters , size : 900 mm (L) x 460mm( D) x 360mm (W)

Nos

Refer
attached
drawing

Conference
Chairs

Description: Mid Back Chair
Mechanism: Center Tilt
Base: PP

Arms: PP

Upholstery : Leatherite

Nos

10

Total

VAT

Freight

Grand

Total




